
Glider overview
Общий вид параплана

1 - top surface / верхняя поверхность
2 - bottom surface / нижняя поверхность
3 - air intake / воздухозаборник
4 - lines / стропы
5 - risers / свободные концы
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Risers
Свободные концы

Dimensioned drawing of the risers
for Discovery-5 S,M,L
Размеры свободных концов
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A B C D A-B B-C B-D

1

2 6510 6430 6510 6640 7640 80 80 210

3 6460 6380 6460 6590 80 80 210

4 7340

5 6450 6370 6450 6580 80 80 210

6 6490 6410 6490 6620 7150 80 80 210

7

8 7090

9 6490 6390 6450 6550 100 60 160

10 6450 6360 6410 6510 6930 90 50 150

11

12 6440 6350 6400 6480 6790 90 50 130

13 6470 6380 6430 6500 90 50 120

14 6730

15

16 6340 6260 6270 6330 6740 80 10 70

17 6280 6210 6210 6270 70 0 60

18 6660

19 6190 6130 6130 6180 60 0 50

20 6180 6120 6120 6170 6640 60 0 50

21

22 5950 5910 5940 6670 40 30

23

24 5740 5760 5820 5890 -20 60 130

rib brake

Lines measurement Discovery-5S
Overall lines lengths measured from the lower surface of the canopy 
to the inside edge of the maillon.

Длины строп, замеренные от нижней поверхности купола до 
внутренней части коннектора.
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A B C D A-B B-C B-D

1

2 6780 6690 6770 6900 7930 90 80 210

3 6720 6630 6710 6840 90 80 210

4 7620

5 6710 6620 6700 6830 90 80 210

6 6750 6660 6740 6870 7420 90 80 210

7

8 7360

9 6750 6650 6700 6810 100 50 160

10 6710 6620 6660 6770 7200 90 40 150

11

12 6700 6610 6650 6740 7060 90 40 130

13 6730 6640 6680 6760 90 40 120

14 6990

15

16 6590 6500 6520 6580 7000 90 20 80

17 6530 6450 6460 6520 80 10 70

18 6920

19 6440 6370 6380 6430 70 10 60

20 6430 6360 6370 6420 6900 70 10 60

21

22 6190 6150 6180 6930 40 30

23

24 5970 5990 6050 6130 -20 60 140

rib brake

Lines measurement Discovery-5M
Overall lines lengths measured from the lower surface of the canopy 
to the inside edge of the maillon.

Длины строп, замеренные от нижней поверхности купола до 
внутренней части коннектора.
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A B C D A-B B-C B-D

1

2 7020 6920 7010 7140 8220 100 90 220

3 6960 6860 6950 7080 100 90 220

4 7900

5 6950 6850 6940 7070 100 90 220

6 6990 6890 6980 7110 7690 100 90 220

7

8 7630

9 6990 6890 6940 7050 100 50 160

10 6950 6860 6900 7010 7460 90 40 150

11

12 6940 6850 6890 6980 7320 90 40 130

13 6970 6880 6920 7000 90 40 120

14 7240

15

16 6830 6730 6760 6820 7250 100 30 90

17 6770 6680 6700 6760 90 20 80

18 7180

19 6670 6590 6610 6660 80 20 70

20 6660 6580 6600 6650 7160 80 20 70

21

22 6420 6380 6410 7190 40 30

23

24 6190 6210 6270 6350 -20 60 140

rib brake

Lines measurement Discovery-5L
Overall lines lengths measured from the lower surface of the canopy 
to the inside edge of the maillon.

Длины строп, замеренные от нижней поверхности купола до 
внутренней части коннектора.
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Discovery-5

Wing check and repairs information

Serial number
Production date

Test pilot

Dealer
Date
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SKY COUNTRY

Astronomicheskaya str. 27, 29
Kharkov, Ukraine

+38 050 915-15-30

USER’S MANUAL version 1.1
issued March 2015

Harnesses, used during testing:
Подвесные системы, использовавшиеся для летных тестов:

Discovery-5 S
SupAir Altiplume M 
harness to risers distance 49 cm
distance between risers    46 cm

Discovery-5 M
SupAir Altiplume L 
harness to risers distance 49 cm
distance between risers    46 cm

Discovery-5 L
SupAir Altiplume L 
harness to risers distance 49 cm
distance between risers    46 cm
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